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contacting the Rules Docket at the
location provided under the caption
ADDRESSES.

List of Subjects in 14 CFR Part 39
Air transportation, Aircraft, Aviation

safety, Safety.

The Proposed Amendment
Accordingly, pursuant to the

authority delegated to me by the
Administrator, the Federal Aviation
Administration proposes to amend part
39 of the Federal Aviation Regulations
(14 CFR part 39) as follows:

PART 39—AIRWORTHINESS
DIRECTIVES

1. The authority citation for part 39
continues to read as follows:

Authority: 49 U.S.C. 106(g), 40113, 44701.

§ 39.13 [Amended]
2. Section 39.13 is amended by

adding the following new airworthiness
directive:

Boeing: Docket 98-NM–378-AD.
Applicability: Model 727 series airplanes;

line numbers 124, 126, 130, 146, 221, 287,
331, 339, 345, 355, 416, 439, 516, 532, 540,
608, 631, 650, 717, 777, 788, 791, 837, and
1087; certificated in any category.

Note 1: This AD applies to each airplane
identified in the preceding applicability
provision, regardless of whether it has been
modified, altered, or repaired in the area
subject to the requirements of this AD. For
airplanes that have been modified, altered, or
repaired so that the performance of the
requirements of this AD is affected, the
owner/operator must request approval for an
alternative method of compliance in
accordance with paragraph (b) of this AD.
The request should include an assessment of
the effect of the modification, alteration, or
repair on the unsafe condition addressed by
this AD; and, if the unsafe condition has not
been eliminated, the request should include
specific proposed actions to address it.

Compliance: Required as indicated, unless
accomplished previously.

To prevent cracking of the pressure web of
the nose landing gear wheel well, which
could result in loss of airplane
pressurization, accomplish the following:

Modification

(a) Prior to the accumulation of 60,000 total
flight cycles, or within 4 years after the
effective date of this AD, whichever occurs
later, install reinforcement straps and
stiffeners on the sidewall, top, and forward
bulkhead panels of the pressure web of the
nose landing gear wheel well, in accordance
with Part II of the Accomplishment
Instructions of Boeing Service Bulletin 727–
53–0145, Revision 1, dated December 7,
1989.

Alternative Methods of Compliance

(b) An alternative method of compliance or
adjustment of the compliance time that

provides an acceptable level of safety may be
used if approved by the Manager, Seattle
Aircraft Certification Office (ACO), FAA,
Transport Airplane Directorate; or in
accordance with data meeting the type
certification basis of the airplane approved
by a Boeing Company Designated
Engineering Representative who has been
authorized by the Manager, Seattle ACO, to
make such findings. Operators shall submit
their requests through an appropriate FAA
Principal Maintenance Inspector, who may
add comments and then send it to the
Manager, Seattle ACO.

Note 2: Information concerning the
existence of approved alternative methods of
compliance with this AD, if any, may be
obtained from the Seattle ACO.

Special Flight Permits

(c) Special flight permits may be issued in
accordance with sections 21.197 and 21.199
of the Federal Aviation Regulations (14 CFR
21.197 and 21.199) to operate the airplane to
a location where the requirements of this AD
can be accomplished.

Issued in Renton, Washington, on July 13,
1999.
D. L. Riggin,
Acting Manager, Transport Airplane
Directorate, Aircraft Certification Service.
[FR Doc. 99–18368 Filed 7–16–99; 8:45 am]
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ACTION: Proposed rule; withdrawal.

SUMMARY: This action withdraws a
notice of proposed rulemaking (NPRM)
that proposed a new airworthiness
directive (AD), applicable to certain
Dornier Model 328–100 series airplanes.
That action would have required a one-
time inspection to determine if the
rigging bushings in the rudder control
system protrude above the surface of the
flange in which they are installed, and
replacement of any discrepant bushing
with a new bushing. Since the issuance
of the NPRM, the Federal Aviation
Administration (FAA) has received new
data that shows that all affected
airplanes have already been inspected
and modified (if necessary) in
accordance with the proposed rule.
Accordingly, the proposed rule is
withdrawn.

FOR FURTHER INFORMATION CONTACT:
Norman B. Martenson,
Manager,International Branch, ANM–
116, FAA, Transport Airplane
Directorate, 1601 Lind Avenue, SW.,
Renton, Washington 98055–4056;
telephone (425) 227–2110; fax (425)
227–1149.

SUPPLEMENTARY INFORMATION: A
proposal to amend part 39 of the Federal
Aviation Regulations (14 CFR part 39) to
add a new airworthiness directive (AD),
applicable to certain Dornier Model
328–100 series airplanes, was published
in the Federal Register as a Notice of
Proposed Rulemaking (NPRM) on
September 25, 1997 (62 FR 50264). The
proposed rule would have required a
one-time inspection to determine if the
rigging bushings in the rudder control
system protrude above the surface of the
flange in which they are installed, and
replacement of any discrepant bushing
with a new bushing. That action was
prompted by issuance of mandatory
continuing airworthiness information by
a foreign civil airworthiness authority.
The proposed actions were intended to
prevent jamming in the rudder control
system, and consequent reduced
controllability of the airplane.

Actions that Occurred Since Issuance of
the NPRM

Since the issuance of that NPRM,
Dornier has provided information that
shows that all affected airplanes in the
worldwide fleet have already been
inspected in accordance with the
proposed NPRM. Additionally, for any
airplane on which a bushing was found
to protrude, that bushing has been
replaced with a new bushing of correct
length. Therefore, the unsafe condition
that was addressed in the NPRM no
longer exists. Accordingly, the proposed
rule is hereby withdrawn.

Withdrawal of this notice of proposed
rulemaking constitutes only such action,
and does not preclude the agency from
issuing another notice in the future, nor
does it commit the agency to any course
of action in the future.

Regulatory Impact

Since this action only withdraws a
notice of proposed rulemaking, it is
neither a proposed nor a final rule and
therefore, is not covered under
Executive Order 12866, the Regulatory
Flexibility Act, or DOT Regulatory
Policies and Procedures (44 FR 11034,
February 26, 1979).

List of Subjects in 14 CFR Part 39

Air transportation, Aircraft, Aviation
safety, Safety.
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The Withdrawal
Accordingly, the notice of proposed

rulemaking, Docket 97–NM–110–AD,
published in the Federal Register on
September 25, 1997 (62 FR 50264), is
withdrawn.

Issued in Renton, Washington, on July 13,
1999.
D. L. Riggin,
Acting Manager, Transport Airplane
Directorate,
Aircraft Certification Service.
[FR Doc. 99–18369 Filed 7–16–99; 8:45 am]
BILLING CODE 4910–13–P

DEPARTMENT OF TRANSPORTATION

Federal Aviation Administration
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AGENCY: Federal Aviation
Administration, DOT.
ACTION: Notice of proposed rulemaking
(NPRM).

SUMMARY: This document proposes to
adopt a new airworthiness directive
(AD) that would apply to all Avions
Mudry et Cie (Avions Mudry) Model
CAP 10B airplanes. The proposed AD
specifies restricting the entry speed for
performing flick maneuvers to 97 knots.
Inserting a copy of the proposed AD into
the Limitations Section of the CAP 10B
flight manual is also proposed, along
with fabricating and installing a placard
(in the cockpit of the airplane within the
pilot’s clear view) that indicates this
limitation. The proposed AD is the
result of mandatory continuing
airworthiness information (MCAI)
issued by the airworthiness authority for
France. The actions specified by the
proposed AD are intended to provide
the flight information necessary for the
pilot to prevent the pilot from using
excessive speed during aerobatic
maneuvers, which could result in the
wing separating from the airplane.
DATES: Comments must be received on
or before August 27, 1999.
ADDRESSES: Submit comments in
triplicate to the Federal Aviation
Administration (FAA), Central Region,
Office of the Regional Counsel,
Attention: Rules Docket No. 99–CE–26–
AD, Room 1558, 601 E. 12th Street,
Kansas City, Missouri 64106. Comments
may be inspected at this location
between 8 a.m. and 4 p.m., Monday
through Friday, holidays excepted.

Service information that applies to the
proposed AD may be obtained from
Avions Mudry & Cie, 9, rue de
l’Aviation, 21121 Darois, France;
telephone: 03 80 356 65 10; facsimile 03
80 35 65 15. This information also may
be examined at the Rules Docket at the
address above.
FOR FURTHER INFORMATION CONTACT: Karl
M. Schletzbaum, Aerospace Engineer,
FAA, Small Airplane Directorate,
Aircraft Certification Service, 1201
Walnut, suite 900, Kansas City, Missouri
64106; telephone (816) 426–6934;
facsimile (816) 426–2169.
SUPPLEMENTARY INFORMATION:

Comments Invited
Interested persons are invited to

participate in the making of the
proposed rule by submitting such
written data, views, or arguments as
they may desire. Communications
should identify the Rules Docket
number and be submitted in triplicate to
the address specified above. All
communications received on or before
the closing date for comments, specified
above, will be considered before taking
action on the proposed rule. The
proposals contained in this notice may
be changed in light of the comments
received.

Comments are specifically invited on
the overall regulatory, economic,
environmental, and energy aspects of
the proposed rule. All comments
submitted will be available, both before
and after the closing date for comments,
in the Rules Docket for examination by
interested persons. A report that
summarizes each FAA-public contact
concerned with the substance of this
proposal will be filed in the Rules
Docket.

Commenters wishing the FAA to
acknowledge receipt of their comments
submitted in response to this notice
must submit a self-addressed, stamped
postcard on which the following
statement is made: ‘‘Comments to
Docket No. 99–CE–26–AD.’’ The
postcard will be date stamped and
returned to the commenter.

Availability of NPRMs
Any person may obtain a copy of this

NPRM by submitting a request to the
FAA, Central Region, Office of the
Regional Counsel, Attention: Rules
Docket No. 99–CE–26–AD, Room 1558,
601 E. 12th Street, Kansas City, Missouri
64106.

Discussion
The Direction Generale De L’Aviation

Civile (DGAC), which is the
airworthiness authority for France,
recently notified the FAA that an unsafe

condition may exist on all Avions
Mudry Model CAP 10B airplanes. The
DGAC reports that there is currently no
airspeed limitation for performing flick
maneuvers during aerobatic flight. The
speeds listed in sections 4 and 7 of the
CAP 10B flight manual are only
recommendations instead of required
speeds.

Without required entry speeds for
flick maneuvers when performing
aerobatic flight, the pilot could use
excessive speed and cause the wing to
separate from the airplane.

Relevant Service Information

Avions Mudry has issued Service
Bulletin No. 990501, dated May 20,
1999, which specifies restricting the
entry speed for performing flick
maneuvers to 97 knots by installing a
placard in the cockpit of the aircraft that
indicates this limitation.

The DGAC classified this service
bulletin as mandatory and issued
French AD T1999–222(A), not dated, in
order to assure the continued
airworthiness of these airplanes in
France.

The FAA’s Determination

This airplane model is manufactured
in France and is type certificated for
operation in the United States under the
provisions of section 21.29 of the
Federal Aviation Regulations (14 CFR
21.29) and the applicable bilateral
airworthiness agreement. Pursuant to
this bilateral airworthiness agreement,
the DGAC has kept the FAA informed
of the situation described above.

The FAA has examined the findings
of the DGAC; reviewed all available
information, including the service
information referenced above; and
determined that AD action is necessary
for products of this type design that are
certificated for operation in the United
States.

Explanation of the Provisions of the
Proposed AD

Since an unsafe condition has been
identified that is likely to exist or
develop in other Avions Mudry Model
CAP 10B airplanes of the same type
design registered in the United States,
the FAA is proposing AD action. The
proposed AD specifies restricting the
entry speed for performing flick
maneuvers to 97 knots. Inserting a copy
of the proposed AD into the Limitations
Section of the CAP 10B flight manual is
also proposed, along with fabricating
and installing a placard (in the cockpit
of the airplane within the pilot’s clear
view) that indicates this limitation. The
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